GENERAL MAINTENANCE INSTRUCTIONS

All good things that are made to last need good care. Below we have gathered some of the most important recommendations concerning maintenance of GUBI products. The recommendations are partially based on the guide from Danish Furnituremakers Quality Control “Take good care of good furniture”.

In General
- Always start by using the mildest cleaning agent. I.e. demineralized or cold, boiled water.
- Candle wax and chewing gum are most easily removed after careful freezing with a carbon dioxide freeze spray (available at most electronics retailers).
- Always protect tabletops against heat, damp, colored objects. Use trivets.
- Remember to tighten fittings where necessary.
- Please note that wooden table legs can leave stains (especially in connection with washing floors or cleaning carpets).
- Never place furniture directly up against radiators or heaters.
- Red wine, coffee or the like, can leave a mark if you leave it on the table top and do not remove it right after it has been spilled.

Metal
Chromium and brushed steel surfaces are resistant to dirt as well as liquids. Please note that you have to be careful with water, as it can cause damaged chromium to rust. General maintenance: Wipe with a cloth wrung out in water and washing-up liquid. Thorough cleaning: Chromium and stainless steel can be wiped with a cloth moistened with methylated spirits.

Caution - fire risk! Provide ventilation!

Veneered Products
Gubi's products of veneered wood are made of real wood veneer attach to MDF (Medium Density Fiberboard). The veneer is only 1.2 mm thick, so do not try to sand the product. Given that the product is made of real wood, color and structure differences will occur naturally. Furthermore the color of the product will change because of sunlight and light in general. We therefore recommend that you frequently move the things around that you have placed on the product, to ensure an even surface. Veneered products are protected by a clear lacquer but excessive use of water, or fluid left on the surface will penetrate the lacquer and result in damage to the veneer.

Lacquered Surfaces
Wipe with a clean, dry cloth or a cloth wrung out in clean water. Wipe of immediately with a clean dry cloth. Soiled surfaces are wiped with a cloth wrung out in soap solution or water and washing-up liquid. Wipe off immediately with a clean dry cloth.

Surfaces of Melamine or Laminate
Wipe with a clean, dry cloth or a cloth wrung out in clean water or water and washing-up liquid.